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Thermally-optimized building components

Technical Information
Kerdyn™ Green FR

™ Kerdyn™ Green Kerdyn™ Green
PROPERTY UNIT Kerdyn™ Green 80FR 115FR 180FR STANDARD
mm 1005 x 2440 1005 x 2440 1005 x 2440 -
Nominal Sheet Size
Inches 39.5x 96 39.5x96 39.5x 96 -
kg/m? 80 115 180
Nominal Density 1SO 845
Ib/ft3 4.99 7.18 11.24
kg/m? 75-85 110-120 175 - 185
Typical Density range 1SO 845
Ibrit® 4.68-5.31 6.87-7.49 10.92-11.55
Compression MPa 1.00 1.60 3.05 e
S Psi 145 232 442
Compressive MPa 72 101 165 o o
Modulus Psi 10443 14649 23931
Compression MPa 0.31 0.57 1.71
Strength 90° Psi 45 82.7 248 bl
Compressive MPa 16 38 95 150 844
Modulus 90° Psi 2321 5221 13779
MPa - 1.4 3.2
Bending Strength EN 310
Psi - 195.8 462.7
Vicat softening °c B - e 1S 306
temperature of B ~ 1717
i MPa 1.40 1.80 2.50
Tensile Strength ASTM D-1623
Psi 203 261 363
MPa 84 117 183
Tensile Modulus ASTM D-1623
Psi 12183 16969 26542
Thermal Conductivity WIHmK) 0.0270 0.0332 0.0403 EN12667
LL 72.9*10° LL 64.8*10%
. B
Thermal Exp. Coeff. K UL 73.810° UL 65.4*10° DIN 53752
Resistance to axial EN320
screws withdrawal N - 210 450 (20 mm thickness)
Building Fire Class Class E" E-d2? E? EN 13501
Absorption of water Vol.-% ) 22 1.3 EN 12087
(7 days) M.-% - 19 73
Swe"i'zg g‘a;hsi)c""ess % - 05 05 EN 12087
Note: no halogenated blowing agents are used, nor HBCD. *Tested on 60mm* Tested on 10mm

The plate is made of up to 100% PET recycled material and April 2020
can be processed with standard woodworking machines.
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